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Environmental Protection Agency § 60.334 

exempt from paragraph (a)(2) of this 
section when being fired with an emer-
gency fuel. 

(l) Regenerative cycle gas turbines 
with a heat input less than or equal to 
107.2 gigajoules per hour (100 million 
Btu/hour) are exempt from paragraph 
(a) of this section. 

[44 FR 52798, Sept. 10, 1979, as amended at 47 
FR 3770, Jan. 27, 1982; 65 FR 61759, Oct. 17, 
2000; 69 FR 41359, July 8, 2004] 

§ 60.333 Standard for sulfur dioxide. 
On and after the date on which the 

performance test required to be con-
ducted by § 60.8 is completed, every 
owner or operator subject to the provi-
sion of this subpart shall comply with 
one or the other of the following condi-
tions: 

(a) No owner or operator subject to 
the provisions of this subpart shall 
cause to be discharged into the atmos-
phere from any stationary gas turbine 
any gases which contain sulfur dioxide 
in excess of 0.015 percent by volume at 
15 percent oxygen and on a dry basis. 

(b) No owner or operator subject to 
the provisions of this subpart shall 
burn in any stationary gas turbine any 
fuel which contains total sulfur in ex-
cess of 0.8 percent by weight (8000 
ppmw). 

[44 FR 52798, Sept. 10, 1979, as amended at 69 
FR 41360, July 8, 2004] 

§ 60.334 Monitoring of operations. 
(a) Except as provided in paragraph 

(b) of this section, the owner or oper-
ator of any stationary gas turbine sub-
ject to the provisions of this subpart 
and using water or steam injection to 
control NOX emissions shall install, 
calibrate, maintain and operate a con-
tinuous monitoring system to monitor 
and record the fuel consumption and 
the ratio of water or steam to fuel 
being fired in the turbine. 

(b) The owner or operator of any sta-
tionary gas turbine that commenced 
construction, reconstruction or modi-
fication after October 3, 1977, but be-
fore July 8, 2004, and which uses water 
or steam injection to control NOX 
emissions may, as an alternative to op-
erating the continuous monitoring sys-
tem described in paragraph (a) of this 
section, install, certify, maintain, op-

erate, and quality-assure a continuous 
emission monitoring system (CEMS) 
consisting of NOX and O2 monitors. As 
an alternative, a CO2 monitor may be 
used to adjust the measured NOX con-
centrations to 15 percent O2 by either 
converting the CO2 hourly averages to 
equivalent O2 concentrations using 
Equation F–14a or F–14b in appendix F 
to part 75 of this chapter and making 
the adjustments to 15 percent O2, or by 
using the CO2 readings directly to 
make the adjustments, as described in 
Method 20. If the option to use a CEMS 
is chosen, the CEMS shall be installed, 
certified, maintained and operated as 
follows: 

(1) Each CEMS must be installed and 
certified according to PS 2 and 3 (for 
diluent) of 40 CFR part 60, appendix B, 
except the 7-day calibration drift is 
based on unit operating days, not cal-
endar days. Appendix F, Procedure 1 is 
not required. The relative accuracy 
test audit (RATA) of the NOX and dil-
uent monitors may be performed indi-
vidually or on a combined basis, i.e., 
the relative accuracy tests of the 
CEMS may be performed either: 

(i) On a ppm basis (for NOX) and a 
percent O2 basis for oxygen; or 

(ii) On a ppm at 15 percent O2 basis; 
or 

(iii) On a ppm basis (for NOX) and a 
percent CO2 basis (for a CO2 monitor 
that uses the procedures in Method 20 
to correct the NOX data to 15 percent 
O2). 

(2) As specified in § 60.13(e)(2), during 
each full unit operating hour, each 
monitor must complete a minimum of 
one cycle of operation (sampling, ana-
lyzing, and data recording) for each 15- 
minute quadrant of the hour, to vali-
date the hour. For partial unit oper-
ating hours, at least one valid data 
point must be obtained for each quad-
rant of the hour in which the unit oper-
ates. For unit operating hours in which 
required quality assurance and mainte-
nance activities are performed on the 
CEMS, a minimum of two valid data 
points (one in each of two quadrants) 
are required to validate the hour. 

(3) For purposes of identifying excess 
emissions, CEMS data must be reduced 
to hourly averages as specified in 
§ 60.13(h). 
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